VG375MF5

Marine Diesel Generator ©
375 kVA

Genset Specification | Thong S6 Mday Phat Dién

Power | Cdng Suat 375 kVA
Power Factor | Hé S6 Céng Suat 0.8

Phase - Voltage | Pha - Bién Ap 3 Phase - 220/380 V
Frequency | Tan S6 50Hz/60Hz
Fuel Consumption | Tiéu hao nhién liéu 75.0 L/h
Weight | Trong Luvgng 2450 kg
Dimension (L x W x H) | Kich Thuéc (D x R x C) 250x 110 x 130 cm
Speed | T6c B6 1500/1800 rpm
Speed Governor | Diéu Téc Electric| Dién tlr

Turbocharger & after cooler | Tang 4dp va lam

Aspiration | Kiéu Nap Khi mat sau ting Ap

No. Cylinders | S6 Xi-Lanh 6 In-Line
Bore x Stroke | Budng Kinh x Hanh Trinh Piston 135 x 150 mm
Cylinder Displacement | Dung Tich Xi-Lanh 1291L
Oil Capacity | Dung Tich Nhét 385L
Exhaust Manifold Cooling | Lam Mét Ong Gép Khi ~ Manifold cooling by freshwater | Ong gop lam
X3 mat bang nwdc ngot
Engine fresh water cooling with sea water
Engine Cooling|Lam Mat Bong Co heat exchanger | Dong co lam mat bang nudc
ngot vai sinh han [dm mat bang nwdc bién
\ Turbocharger cooling by fresh water | Turbo '

Turbocharger Cooling | Lam Mat Turbo

lam mat bang nuwdc ngot

e

ISO 9001:2015 Certified since 2004
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Controller | Bd Diéu Khién

Protection | « Engine|Pdng Co: Under/over battery voltage, low oil pressure, high engine
Bao vé temperature, over speed | Dién sap ac quy thap/cao, dp suat dau boi tron
thap, nhiét d6 do co cao, vuot tdc.
« Alternator|Pau Phat : Under/over frequency, under/over voltage, overcur-
rent, current and voltage unbalance, over load | Tan sé thap/cao, dién ap
thap/cao, qua dong, mat can bang dién 4p va dong dién, qua tai

Generator Voltages|Dién Ap Mdy Phat: L1-N, L2-N, L3-N, L1-L2, L2-L3, L3-L1
Generator Currents|Dong Mdy Phat: L1, L2, L3,Active, Reactive, Apparent
Power Measurement | Cong Suat Thuc, Phan Khang, Biéu Kién

« Frequency|Tan S& : e

« Battery Volt|Pién Ap Binh Ac Quy T
« Oil Pressure|Ap Suat Dau Nhot

o Water Temperature|Nhiét Do Nudc
« Operating Hour|Sé gio hoat déng

« Event Log|Nhéat Ky Sy Co

Measurement
| Do Luong

Our Company | Cong Ty

DZI AN MECHANOELECTRIC JOINT STOCK COMPANY — DZM was established in 2001 under the
name of Dzi An Manufacturing Public Limited Company— Dzima. DZM is a leading genset manu-
facturer in Vietnam. DZM generators from 5 to 3000kVA so far have been entrusted by domestic
customers and are already getting exported to several countries nearby.

The quality of our generators is strictly controlled under the qualification: CE, ISO 9001:2015 and
ISO 14001:2015

DZI AN MECHANOELECTRIC JOINT STOCK COMPANY will do our utmost to be a DEVOTED, PRO-
FESSIONAL and ADVANCED supplier of diesel gensets and marine engines

CONG TY CO PHAN CO PIEN DZI AN — DZM dugc thanh 1ap tir ndm 2001 dudi tén goi la cong ty
c6 phan ché tao may Dzi An — Dzima. Chlng téi la nha san xuit may phat dién hang dau Viét Nam.
May phat dién DZM tlr 5 — 3000kVA cho dén nay da dugc khach hang trong nudc tin dung va
duoc xuat khau sang cdc nwdc 1an cén

Chat lwong mdy phat dién DZM duoc kiém sodt nghiém ngat theo cdc tiéu chuln: CE, ISO
9001:2015 va ISO 14001:2015

CONG TY €O PHAN CO PIEN DZT AN — DZM ludn nd lyc hét minh dé tré thanh nha cung cidp may
phat dién, may thdy TAN TAM, CHUYEN NGHIEP va TIEN TIEN

’ Tru s& chinh | Head office: S8 C2-17, Bud'ng D, KDC Him Lam Phu DPéng, P. An Binh, Tp. Di An, Binh
Dwong | No C2-17, D Road, Him Lam Phu Dong residential area, An Binh ward, Di An city, Binh Duong

Phone: 0866 220 124 Website: www.dzima.com Email: Info@dzima.com




